
INSTALLATION
Duperon® FlexRake® FP & FPFS

Installation is Simple:  
Pick, Place, Anchor, Wire, Run.
For sites without space or handling constraints, the Duperon® FlexRake® ships fully 
assembled for the simplest possible installation.

For sites with space handling or constraints, modular installation is available. For 
modular installations, the Duperon® FlexRake® ships fully assembled and factory 
tested – not as boxes of components. Upon arrival at the site, the FlexRake® can 
be disassembled into site-appropriate segments through the removal of just 11 
bolts on each side. The FlexRake® can then be reassembled in place with the same 
simple sequence of bolts (see illustration below). 

For many sites, installation is accomplished in one day, often with the site's own 
maintenance team – even for modular installations.
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Installation is Simple: 

Pick
Lifting lugs are incorporated into the frame of the Duperon® FlexRake®, and 
each unit ships with easy-to-read drawings distinguishing proper pick points 
and necessary equipment.

Place
Channel not quite perfect? That's okay. We design for a 1-inch clearance 
on each side of the Duperon® FlexRake® to accommodate variations in the 
channel. Stainless steel closeout panels are available to assure the perfect fit.

Anchor
The Duperon® FlexRake® does not require embedded anchors – which means 
there is less preparation work to do prior to the unit's arrival. Our anchor 
plates ship loose to be field-welded to the unit, which allows for any slight 
differences in elevation or leveling. Field-welding the anchor plate also 
allows for flexibility at connection points, and the best part? No grouting or 
shimming around the unit.

Wire
The controls needs of each site are different and vary in complexity. Aside 
from the controls, all that must be wired is the motor.

Run
Many options are available, but at its simplest, the Duperon® FlexRake®  
is designed for continuous 24/7 operation.


